
CEILING STRIPS & WALL PANELING





why you
choose 
composite 
wood?
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termite resistant
���

water resistant
��

minimum maintenance
����

long term savings
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recycle-able
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easy Installation
����

environmental friendly
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fire retardant
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why you choose 
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• Pioneer & 
specialist since 
year 2004 
(established & 
reliable)
�� 20�����

• Excellent quality & 
service
�	
� &�


• Proven reliable 
and responsible 
(>20 years)
�� +���


• Consistently 
keeping stocks
�������

• Offer most choices 
/ options
������



“RUSTIC EMBOSSED 12120 “ RANGE T&G CEILING & WALL P ANEL 
(100 x 11thk. x 2,900) mm (MATT FINISHED) EAZYWOOD ®

“RUSTIC EMBOSSED 12120 “ RANGE T&G CEILING & WALL P ANEL      

(100 x 11thk. x 3,655) mm EAZYWOOD ®
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FOR INTERIOR APPLICATION ONLY



�������� ����� ���� ���

FOR BOTH INTERIOR & EXTERIOR CEILING APPLICATIONS

FOR EXTERIOR WALL PANELING USE

“RUSTIC EMBOSSED 12120 “ RANGE T&G CEILING & WALL P ANEL 
(100 x 11thk. x 2,900) mm (MATT FINISHED) EAZYWOOD ®



X = 12” (for 11 or 12mm thickness ceiling strip)   
X = 10” (for 8 mm thickness ceiling strip)

8 mm to 12 mm 
(overall thickness)
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