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why you
choose
composite
wood?

termite resistant

water resistant

minimum maintenance

long term savings

recycle-able

easy Installation (DIY)

environmental friendly

/

fire retardant



why you choose
?
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Pioneer &
specialist since
year 2004
(established &
reliable)

20

Excellent quality &
service
&

Proven reliable
and responsible
(>20 years)

+

Consistently
keeping stocks

Offer most choices
/ options



ODFL isour new launched cladding product.

It’s the second generation cladding model of
co-extrusion technology.
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Product Information
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MODEL - ODFL

L& o5mm
222mm

N
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Iitem Co-extrusion Great-Walll Cladding

Material WPC (Wood Plastic Composite)

30% HDPE + 65% Wood Fibers + 5% Additives

Formula

Maodel ODFL

Size 222 X 25 mm (Exposed width 200 mm)

Length 2.9 meters/pcs

Antique/Teak/IPE/Walnut/Dark Grey/ Ashwood

Color

Quter Layer “Surlyn” material (similar to golf ball quality)

Features Termite & water resistant, easy maintenance &

cleanning.

5 years

Warranty
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New Upgrade
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Great-Wall Design

The "Great-Wall" cladding design makes it looks more of stereoscopic effect and it
brings people stronger sense of line,

It's a high-class fashion cladding product which have been preferred by many
designers and clients.

Different with the other normal cladding in market, the outer layer we used for our
cladding oprFL s not the normal *HDPE™ material, but the *Surlyn” material which
is same as the golf ball.

"Surlyn" is a very hard and durable material, it was fully covered to the inner cladding
material to give good protection, which makes our cladding better at Uv-resistant,
waterproof, easy cleaning, and longer lifetime.



Thicken & Widen Edge

For this cladding, the edge is the key spot for installation.

The screws needed to be fix from here to attach the cladding to the joist.

The narrow and thin edge is not of enough space and strength for installation, while
fixing the screws, the edge might be easily broken.

For our upgraded design, we have thicken and widen the edge side, which ensure to
have enough space to fix the screws.

Buffer Edge Design

We have upgraded the edge design from the “straight” design to the buffer bevel edge
design. For this changes, it can allow the connected cladding pieces have encugh
space for thermal expansion and concration.

So that the edges won't be squeezed together and cause problem such as warpping,
cracking, ete.

The buffer edge design Is a more reasonable design to avoid these problem. It's good
for long-term using.
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Walnut

Antique Ashwood Dark Grey

Surface Treatments

Brush

Color gradient natural,
texture close to wood grain

g

Installation Accessories

'_g -
Siding-RC02 Siding-ALW03 AL Joist-MJAL Screws
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